






Straight Track

TLS-MS2X0 (X: 1 / 2 / 3 M)

Insta ation: Ce ng Pendant 
Materia  AL6063-T5
Coating: ack
Size: 27.3×27.3×1000 3000mm

TLS-MH2X0 (X: 1 / 2 / 3 M)

Insta ation: Ce ng Pendant 
Materia  AL6063-T5
Coating: ack
Size: 27.2×52×1 2000 000mm
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TLS-MR2X0(A) (X: 1 / 2 / 3 M)

9.5mm gypsum board 

Insta ation ess recessed
Materia  AL6063-T5
Coating: ack
Size: 64×46.5×1 20 3000mm

TLS-MR2X0(B) (X: 1 / 2 / 3 M)

12.5mm gypsum board 

Insta ation: ess recessed
Materia  AL6063-T5
Coating: ack
Size: 64×46.5×100 2 3000mm

TLS-MR2X0(C) (X: 1 / 2 / 3 M)

plastered

Insta ation: ess recessed
Materia  AL6063-T5
Coating: ack
Size: 64×46.5×100 2 3000mm

Ceiling / Pendant track 

Trimless recessed track 

Curve track 

TLS-MH210A90
In ation:   Pendant 
Mate  AL6063-T5
Coating: ack

Size: 27.2×52× °

TLS-MH208A90
In ation:   Pendant 
Mate  AL6063-T5
Coating: ack

Size: 27.2×52× °

TLS-MH212A90
In ation: Ce Pendant 
Mate  AL6063-T5
Coating: ck

Size: 27.2×52× °

Ceiling / Pendant track 

52mm

27.2mm

52mm

27.2mm

52mm

27.2mm

46.5mm

12.5mm

26.6mm

64mm

Easy installationSystematic lighting, Effortless assembly

Rated nt: 12A

Operating
 Voltage

24V 300W

Maximum
power

 

48V 580W

Rated nt: 7.5A Rated nt: 7.5A

Rated nt: 12A

Rated nt: 12A Rated nt: 12A

Rated nt: 12A
 

Rated nt: 7.5A

Operating
 Voltage

24V 300W

Maximum
power

 

48V 580W

Operating
 Voltage

24V 300W

Maximum
power

 

48V 580W

Operating
 Voltage

24V 300W

Maximum
power

 

48V 580W

Operating
 Voltage

24V 300W

Maximum
power

 

48V 580W

Operating
 Voltage

24V 180W

Maximum
power

 

48V 360W

Operating
 Voltage

24V 180W

Maximum
power

 

48V 360W

Operating
 Voltage

24V 180W

Maximum
power

 

48V 360W

Trimless track (12.5mm gypsum board)

TLS-MR208A90(B) 
In ation:  recessed
Mate  AL6063-T5
Coating: ack

Size: 52×46.5× °

TLS-MR210A90(B) 
In ation:  recessed
Mate  AL6063-T5
Coating: ack

Size: 52×46.5× °

TLS-MR212A90(B) 
In a ess recessed
Materia  AL6063-T5
Coating: k

Size: 52×46.5× °
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Rated nt: Rated nt: 7.5A
 

Rated nt: 7.5ARated nt: 7.5A

Operating
 Voltage

24V 180W

Maximum
power

 

48V 360W

Operating
 Voltage

24V 180W

Maximum
power

 

48V 360W

Operating
 Voltage

24V 180W

Maximum
power

 

48V 360W



Track accessories

Power supply

Magnetic power

Size: L248×W22.5×H46mm

Power: 100W

Power supply

Size: L350×W30×H18mm

Power: 100W

Power supply

Size: L400×W40×H22mm

Power: 250W

Magnetic power

Size: L305×W22.5×H46mm

Power: 200W

Corner accessory 

L-shaped (Downward) L-shaped (Downward)L-shaped (Inward)

Size: L80×W80×H64mm

L-shaped (Inward)

Size: L80×W80×H64mm

L-shaped (Downward) L-shaped (Inward)

Size: L80×W80×H64mm

L-shaped (Downward)

Size: L50×W50×H27.3mm

L-shaped (Inward)

Size: L50×W50×H27.3mm

X-shaped Adjustable (Downward)
(A)

Size:  L120×W120×H52mm

L-shaped (Downward)

Size: L50×W50×H52mm

L-shaped (Inward)

Size: L80×W80×H27.2mm

T-shaped Adjustable (Downward)
(A)

Size:  L120×W60×H52mm

L-shaped Adjustable (Downward)
(A)

Size:  L120×W27.2×H52mm

Intallation accessory 

Track bind cover

Size: L1000×W25.7×H5.6mm

Pendant accessory

Size: L30×W22×H4.3mm

                                   TLS-MH2X0 

Ceiling screw

Size: M3.5×40mm

                                    TLS-MR2X0(B)
                                    TLS-MR2X0(C)

Ceiling accessory

Size: L67.5×W31.5×H7.5mm

                                   TLS-MH2X0 

End cap

Size: L52×W27.2×H5.5mm Size: L27.6×W27.5×H2.5mmSize: L46.5×W27.5×H5.5mm

                                    TLS-MR2X0(B)
                                    TLS-MR2X0(C)

I-shaped electrical connector
(recessed type)

                                    TLS-MR2X0B
                                    TLS-MR2X0C

Electrical connection accessory

Power feeder of track I-shaped electrical connector
(Surface)

                                    TLS-MH2X0

Electrical connector

CASAMBI Control

Size :142.6*18*58.1mm

MT20-HDRV100H48S-M MT20-HDRV200H48S-M



L-shaped (Downward)

ECO Straight Track

TLS-ECO-MS2X0 (X: 1 / 2 / 3 M)  

Insta ation: Ce ng Pendant 
Materia  AL6063-T5
Coating: ack
Size: 26.4×27.5×1000/2000/3000mm

TLS-ECO-MH2X0 (X: 1 / 2 / 3 M) 

Insta ation: Ce ng Pendant 
Materia  AL6063-T5
Coating: ack
Size: 26.4×54×1000/2000/3000mm

26.4mm

27.5mm

TLS-ECO-MR2X0 (X: 1 / 2 / 3 M)

3mm gypsum board 

Insta ation ess recessed
Materia  AL6063-T5
Coating: ack
Size: 50×54×1000/2000/3000mm

TLS-ECO-MR2X0(A) (X: 1 / 2 / 3 M) 
12.5mm gypsum board 

Insta ation: ess recessed
Materia  AL6063-T5
Coating: ack
Size: 70×52.7×1000/2000/3000mm

Ceiling / Pendant track 

Trimless recessed track 

Opening Size: 30×1000/2000/3000mm Opening Size: 30×1000/2000/3000mm 

Systematic lighting, Effortless assembly

Rated nt: 7.5A

Operating
 Voltage

24V 180W

Maximum
power

 

48V 360W

Rated nt: 7.5A

Rated nt: 7.5A Rated nt: 7.5A

Operating
 Voltage

24V 180W

Maximum
power

 

48V 360W

Operating
 Voltage

24V 180W

Maximum
power

 

48V 360W

Operating
 Voltage

24V 180W

Maximum
power

 

48V 360W

ECO End cap 

Size: L26.5×W21.2×H6.8mmSize: L52×W26×H6.3mm

TLS-ECO-MR2X0(A)
TLS-ECO-MR2X0

                                    TLS-ECO-MH2X0                                     TLS-ECO-MS2X0

EC-ECO-MH20
PC PC

EC-ECO-MS20

L90-ECO-MH20

PC
Size: L99.5×W99.5×H46mm

TLS-ECO-MR2X0(A)
TLS-ECO-MR2X0

                                    TLS-ECO-MH2X0

TLS-ECO-MR2X0(A)
TLS-ECO-MS2X0

TLS-ECO-MR2X0
                                    TLS-ECO-MH2X0

L-shaped (Downward)

L90-ECO-MS20

PC
Size: L99.5×W99.5×H21mm

                                    TLS-ECO-MS2X0

L-shaped (Downward)

TLS-ECO-M281

PC
Size: L143×W16.2×H17mm

Track accessories

Electrical connection accessory

Intallation accessory
 

TLS-ECO-MS2X0
TLS-ECO-MH2X0

TLS-ECO-M280

Pendant accessory

Size: L33×W22.6×H2000mm

54mm

26.4mm

54mm

26.4mm

50mm
3mm

52.7mm

14mm

26.3mm

70mm



Case




