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Dimensions

50mm

35.8mm

CES5035-A90

Basic Parameters
Application

Material

IP Grade

Warranty

Electrical Parameters

Optical Parameters

Length

Luminous Efficacy

D2000

DI1500

D1200
D1000

Luminaire Parameters

Version Size(mm)
Regular D1I000OMm
Regular D1200mm
Regular D1500mm
Regular D2000mm
Regular D1I000OMm
Regular D1200mm
Regular D1500mm
Regular D2000mMmm
Light Distribution
Regular-110°
h(m)
Q0
1
2
30 3
4

Common Accessories

E-mail:colors@colorsled.com

65mm

Power(W)

18

22

28

37

18

22

28

37

D(cm)

151

287

575

863

' &
N
N

h—

PCB Current(A) CRI
075 >80
092 >80

117 >80
154 >80
075 >90
092 >90
117 >90
154 >90
E(Ix)
22
556
139
61
Version 1.00

CCT

4000K

4000K

4000K

4000K

4000K

4000K

4000K

4000K

Indoor

AL6063-T5,spraying surface

IP20

5 years

D1000MmM,D1200mMm,D1500mm,D2

O000Mmm

90LM/W

Lumens(LM) @Whit

e, Sliver

1620

1980

2520

3330

1393

1702

2167

2863

Lumens(LM) @Blac
k

1377

1683
2142
2830
T84

1447

1842

2434
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