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Dimensions

MH70FP
Basic Parameters

Material AL6063-T5,spraying surface

IP Grade IP20

Warranty 5 years

Electrical Parameters

Input Voltage AC220-240V

Control Non-Dimming,1-10V Dimming,DALI
Dimming

Optical Parameters

Version Regular,High efficiency,Regular-3 CCT
Dial Switch,High efficiency-3 CCT Dial
Switch

SDCM <3 Step (ANSI)

Length 1200mm,1800mm

CRI >80,>90

CCT 2700K,3000K,4000K,6500K,3000K-4
200K-6500K

Luminous Efficacy 110LM/W(Regular),100LM/W(Regular-3
CCT Dial switch) 135LM/W(High efficie
ncy),115LM/W(High efficiency-3CCT Di
al switch)

Luminaire Parameters

Version Length Type Power (W) PCB Current(A) CRI CCT Lumens(LM) @Whit
e, Sliver

Lumens(LM) @Blac
k

Regular 1200mm 47W 1.05 >80 4000K 5170 4653

Regular 1800mm 70W 1.6 >80 4000K 7700 6930

Regular 1200mm 47W 1.05 >90 4000K 4461 4015

Regular 1800mm 70W 1.6 >90 4000K 6645 5980

High-Efficiency 1200mm 47W 1.05 >80 4000K 6345 5710

High-Efficiency 1800mm 70W 1.6 >80 4000K 9450 8505

High-Efficiency 1200mm 47W 1.05 >90 4000K 5837 5253

High-Efficiency 1800mm 70W 1.6 >90 4000K 8694 7824

Regular-3 CCT Dial S
witch 1200mm 47W 1.05 >80 3000K-4200K-6500

K 4230/4700/4465 3807/4230/4018

Regular-3 CCT Dial S
witch 1800mm 70W 1.6 >80 3000K-4200K-6500

K 6300/7000/6650 5670/6300/5985

Regular-3 CCT Dial S
witch 1200mm 47W 1.05 >90 3000K-4200K-6500

K 3637/4042/3839 3273/3637/3455

Regular-3 CCT Dial S
witch 1800mm 70W 1.6 >90 3000K-4200K-6500

K 5418/6020/5719 4876/5418/5147

High efficiency-3 CCT
Dial Switch 1200mm 47W 1.05 >80 3000K-4200K-6500

K 5170/5405/5405 4653/4864/4864

High efficiency-3 CCT
Dial Switch 1800mm 70W 1.6 >80 3000K-4200K-6500

K 7700/8050/8050 6930/7245/7245

High efficiency-3 CCT
Dial Switch 1200mm 47W 1.05 >90 3000K-4200K-6500

K 4756/4972/4972 4280/4474/4474

High efficiency-3 CCT
Dial Switch 1800mm 70W 1.6 >90 3000K-4200K-6500

K 7084/4574/4574 6375/4116/4116

Regular 1200mm 47W 1.05 >80 2700K 4394 3955

Regular 1800mm 70W 1.6 >80 2700K 6545 5890

Regular 1200mm 47W 1.05 >90 2700K 3779 3401

Regular 1800mm 70W 1.6 >90 2700K 5628 5065

High-Efficiency 1200mm 47W 1.05 >80 2700K 6027 5424

High-Efficiency 1800mm 70W 1.6 >80 2700K 8977 8079
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High-Efficiency 1200mm 47W 1.05 >90 2700K 5545 4990

High-Efficiency 1800mm 70W 1.6 >90 2700K 8259 7433

Regular 1200mm 47W 1.05 >80 3000K 4653 4187

Regular 1800mm 70W 1.6 >80 3000K 6930 6237

Regular 1200mm 47W 1.05 >90 3000K 4001 3601

Regular 1800mm 70W 1.6 >90 3000K 5959 5363

High-Efficiency 1200mm 47W 1.05 >80 3000K 6345 5710

High-Efficiency 1800mm 70W 1.6 >80 3000K 9450 8505

High-Efficiency 1200mm 47W 1.05 >90 3000K 5837 5253

High-Efficiency 1800mm 70W 1.6 >90 3000K 8694 7824

Regular 1200mm 47W 1.05 >80 6500K 5170 4653

Regular 1800mm 70W 1.6 >80 6500K 7700 6930

Regular 1200mm 47W 1.05 >90 6500K 4461 4015

Regular 1800mm 70W 1.6 >90 6500K 6645 5980

High-Efficiency 1200mm 47W 1.05 >80 6500K 6345 5710

High-Efficiency 1800mm 70W 1.6 >80 6500K 9450 8505

High-Efficiency 1200mm 47W 1.05 >90 6500K 5837 5253

High-Efficiency 1800mm 70W 1.6 >90 6500K 8694 7824

1. The output data is based on the testing result of Ra80,4000k,white luminaires;
2. The tolerance of output data can be vary up to 10%;
3. The output data is typical value;

Light Distribution

Regular-90°

h(m) D(cm) E(lx)

1 200 1566

2 401 391

3 602 174

4 802 97

High efficiency-90°

h(m) D(cm) E(lx)

1 202 1883

2 404 470

3 607 209

4 809 117

Regular-3 CCT Dial Switch-90°

h(m) D(cm) E(lx)

1 202 1278

2 404 319

3 607 142

4 809 79

High efficiency-3 CCT Dial Switch-90°

h(m) D(cm) E(lx)

1 201 1488

2 403 372

3 604 165

4 806 93

*The above data is based on a white coated, 1200mm length lamp with Ra80,4000K.

Common Accessories

Standard Corner

MH70FP-L90
Applicable product model: MH70FP
Installation method: L-shaped 90° spl
icing
Material process: AL6063-T5/spraying
Coating: Black(RAL9006), White(RAL
9003)
Diffuser Nature:Prismatic
Light efficiency:110LM/W(Regular),110
LM/W(Regular-3CCT Dial switch)
150LM/W(High efficiency),135LM/W(H
igh efficiency-3CCT Dial switch)
Light source: Constant Current Rigid
PCB
Size: L300*W70*H70mm




